
HANGING LAMP COPPER 15W LED

Categories: INDOOR LIGHTING \ SUSPENDED LAMPS

www.eko-light.com

Bar code
5907377249856
Symbol
ML985

Base unit
pcs
VAT
23%

SIGNS

LOGISTICS

https://b2b.eko-light.com/en/indoor-lighting
https://b2b.eko-light.com/en/suspended-lamps
https://b2b.eko-light.com/


+6

Width: 450 mm

Depth: 38 mm

Adjustable height: 500-900 mm

Height of the shade: 285mm

SHADE WIDTH (mm): 35mm

Power: 15W LED

Luminous flux: 1050lm

Color temperature: Neutral 4000K

CHARACTERISTICS
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https://b2b.eko-light.com/en/p?filtry=01-szerokosc[450+mm]
https://b2b.eko-light.com/en/p?filtry=02-glebokosc[38+mm]
https://b2b.eko-light.com/en/p?filtry=03a-wysokosc-regul[500-900+mm]
https://b2b.eko-light.com/en/p?filtry=03b-wysokosc-klosza[285mm]
https://b2b.eko-light.com/en/p?filtry=03c-szerokosc-klosza[35mm]
https://b2b.eko-light.com/en/p?filtry=04-moc[15w+led]
https://b2b.eko-light.com/en/p?filtry=07-strumien[1050lm]
https://b2b.eko-light.com/en/p?filtry=05-barwa-swiatla[neutralna+4000k]


Source of light: Yes

Replaceable source of light: Yes

Dimmable: Yeah

ENERGY CLASS: PRODUCT EQUIPPED

Voltage: ~ 230V / 50Hz

Ingress Protection (IP): IP20

Number of arms: 3

Made of: Metal + acrylic

Net weight: 1.75kg

Gross weight: 2.04kg

Width of packaging: 27

Depth of packaging: 10

Height of packaging: 47

Quantity in set: 1 piece

Quantity in gross packaging: 5 pcs

Weight of gross packaging: 10.30kg

PACKAGE CATEGORY: CARDBOARD

CATEGORY IN THE PACKAGE: POLYSTYRENE + FOIL

Producer: Eco-Light

Brand: Milagro

"Lampa COPPER 985 to jedna z propozycji marki MiLAGRO w zakresie oświetlenia sufitowego. Model
ten to zestaw trzech źródeł światła umieszczonych w metalowych obudowach za akrylowym kloszem.
Oprawy umieszczono na regulowanych zawiesiach, których długość może sięgać od 60 cm do 100 cm. Z
drugiej strony przewody są przymocowane do podłużnej podsufitki. Energooszczędny LED ma moc
równą 5 W w każdej obudowie. Wartość zasilania lampy COPPER 985 wynosi 230 V. Moduł ten o
strumieniu świetlnym 1050 lm świeci przyjemnym dla oka światłem, które jest zbliżone do dziennego.
Temperatura barwowa wynosi 4000 K. 

COPPER 985 is the perfect solution for use not only in residential interiors, but also in offices and
commercial facilities. The copper-colored luminaire and the cylindrical shape will perfectly fit into rooms
decorated in a modern industrial style.  

This model is covered by a 12-month manufacturer's warranty. "

DESCRIPTION
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